
Etaluma Lumascopes
Inverted brightfi eld and fl uorescent microscopes

Present across Europe

Germany | Netherlands | France | United Kingdom | Nordic | Ireland | Sweden

I&L Biosystems GmbH
Königswinterer Straße 409
53639 Königswinter  •  Germany
Tel.: +49 2223 9192-0
Fax: +49 2223 9192-48
info@il-biosystems.de
www.il-biosystems.com

LS620 LS720
Dimensions (H x W x D) 24 x 24 x 16,5 cm 37,4 x 23,9 x 43,8 cm
Weight (kg) 3,2 kg 11 kg

Working range Temperature: 0 – 42 °C
Humidity: 5 – 95% 

Magnifi cation 2,5 – 100 x (oil)
Light sources White, 405 nm, 488 nm, 589 nm

Fluorescence fi lters Blue: λexc 370-40 nm, λem 429-462 nm 
Red: λexc 580-598 nm, λem 612-680 nm

Green: λexc 473-491 nm, λem 502-561 nm
XY stage Manual Automated
Focus mode Manual Autofocus
Image size 100 x 100 to 1900 x 1900
Field of view 0,9 x 0,9 mm at 20x
Video rates 10 fps or 30 fps at reduced frame size
Automation friendly SDK available
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Features and benefits Lumascope 620

The lumascopes convince by

The lumascopes are fully functio-
ning microscopes to visualize cells 
from different labware formats. Its 
robust and compact design allows 
use in different environmental con-
ditions. Through the included LEDs, 
Semrock fi lters, advanced optical 

engineering and CMOS sensors, 
near diffraction-limited resolution 
with zero pixel shift is provided. 
The optional phase contrast emp-
owers transmitted light imaging for 
unstained samples.

• Robust and compact design 

•  High resolution 3-colour 
fl uorescence (DAPI, BFP, GFP, 
Fluo-4, FITC, mCherry)

•  Optional phase contrast highly 
improves transmitted light 
imaging for unstained samples

• Customized imaging protocols

•  Single image, time lapse & video 
function

• Easy access to exchange objectives

•  Usable in incubators, safety cabi-
nets, environmental work stations

 Manual XY stage available

Phase contrast optional

Single image, video, time lapse function

 Motorized XY stage

Phase contrast included
Autofocus mode

Fully automated imaging protocol

Lumascope 720

Autofocus mode
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